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ANTI-MOULD PAINT 
 

 
DESCRIPTION 
 
Kingfisher ANTI-MOULD PAINT is a high quality acrylic based emulsion paint which when 
applied, provides a rich satin finish. The paint is specially formulated and contains an active 
film fungicide which will prevent any future growth of moulds or algae. 
 
The fungicide is highly active against black spot mould growth (Asperillus Niger) usually 
associated with condensation and high humidity environments. The coating is effective for 
both internal and external surface applications and the fungicide will not leach out, even when 
wiped. 
 
PREPARATION 
 
Scrape off any loose paint and brush down to remove dust and flake. Apply a solution of 
Kingfisher Mould Cure with a sponge or brush and allow to dry. This will kill off any presence 
of mould. 
 
Kingfisher ANTI-MOULD PAINT is simply applied with brush or roller. 
 
AREAS FOR USE 
 
Kingfisher ANTI-MOULD PAINT can be used in any situation where mould or algae growth 
has been a problem. The surface is fully washable so dirt and grime can be easily and simply 
wiped away. 
 
PACKAGING 
 
The product is supplied in Magnolia and White in 5 and 10 litre plastic containers. 
 
STORAGE 
 
Store in sealed condition away from frost. 
 
HEALTH & SAFETY 
 
• Avoid contact with skin and eyes. 
• If contact occurs wash immediately with plenty of water.  
• Keep out of reach of children.  
• Ensure good ventilation during application and drying.  
 
 
 

http://www.kingfisheruk.com/item_72mc_mould_cure_black_mould_remover
http://www.kingfisheruk.com/�
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For further Health and Safety information on this product please refer  to the Kingfisher Safety Data Sheet, 

copies of which are available from the Kingfisher Technical Dept.  Tel. 01229 869100 or Fax 01229 868101. 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
THE INFORMATION GIVEN IN THIS DATA SHEET RELATES ONLY TO THE SPECIFIC MATERIAL DESIGNATED AND MAY NOT BE VALID FOR SUCH MATERIAL USED IN COMBINATION WITH ANY 
OTHER MATERIALS OR IN ANY PROCESS. SUCH INFORMATION IS TO THE BEST OF THE COMPANY’S KNOWLEDGE AND BELIEF, ACCURATE AND RELIABLE AS OF THE DATE INDICATED. 
 
HOWEVER NO WARRANTY, GUARANTEE OR REPRESENTATION IS MADE AS TO ITS ACCURACY, RELIABILITY OR COMPLETENESS. IT IS THE USER’S RESPONSIBILITY TO SATISFY THEMSELVES AS TO 
THE SUITABILITY AND APPLICATION OF SUCH INFORMATION FOR THEIR OWN USE. 

 


