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K-SEAL CURING COMPOUND                                                           
Appearance Clear liquid, matt to satin 

finish when cured 

Coverage  5 – 7m² / litre per coat 

Initial cure 3 – 4 Hours @ 20 °C 

Re-coat 3 - 4 Hours @ 20 °C 

Full cure 24 Hours @ 20 °C 

Application (surface) temp +6 °C to +35 °C 
 
 

DESCRIPTION 

“K-Seal Concrete Curing Compound” is a liquid, ready-to-use concrete curing membrane, formulated to produce a 

stronger concrete, with fewer shrinkage cracks and a non-dusting surface.    It is ideally spray applied to fresh 

concrete where it forms a surface film that slows the rapid evaporation of moisture, which would otherwise cause 

shrinkage cracks and related issues. “K-Seal Concrete Curing Compound” is manufactured using only premium 

grade acrylic resins and hydro-carbon solvents to produce a clear, durable, non-yellowing finish.   “K-Seal 

Concrete Curing Compound” is a non -degrading system and as a penetrating priming coat provides a stable 

substrate to receive subsequent finishes including epoxy resins, acrylic coatings, and cement-based screeds etc.   

Conforms to the requirements of ASTM C309: Type 1 Class B. 

 

Companion / Related Products: 

• Kingfisher “Solvent Resistant Sprayer” 

• Kingfisher “Solvent No. 2” 

(Refer to these individual product data sheets for detailed application guidance – published on our website 

www.kingfisheruk.com) 

 

USES 

In most situations concrete cures to atmosphere and in simple terms if the top half dries out faster than the 

bottom, this creates a stress between the layers which manifests itself as shrinkage cracks.  In addition, if the 

concrete dries out too quickly, the concrete is weakened because vital moisture evaporates before the concrete is 

fully hydrated. 

“K-Seal Concrete Curing Compound” is formulated to: 

• Reduce shrinkage cracks in poured concrete by controlling evaporation. 

• Optimise the strength of concrete as it cures by improving hydration. 

• Eliminate the requirement for traditional water curing methods. 

• Enhance the appearance of concrete flatwork and power floated concrete floors. 

• Reduce dusting. 
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If in doubt, please call our technical services department on 01229 869 100 for guidance.   

ADVANTAGES 

“K-Seal Concrete Curing Compound” is used in new-build construction, concrete repair, manufacture of pre-cast 

panels. 

• Ease of application by Spray (ideally) or roller. 

• High curing efficiency >70%. 

• No water curing required, so no environmental issues from run-off or water restrictions. 

• Hardens floors, improves abrasion resilience, and imparts a non-dusting finish. 

• Acts as an excellent primer for a variety of decorative and protective finishes. 

• Reduces chloride migration (salt staining). 

• The product meets or exceeds the requirements of ASTM C309 specifically pertaining to the effective control of 

evaporation: 0.55 Kg / square m / 72-hour period. 

 

DIRECTIONS 

 

SURFACE PREPARATION  

Allow the concrete to cure until the initial surface sheen has disappeared but the surface is still “green”.  In the 

case of formed concrete, carefully remove the formwork and apply “K-Seal Concrete Curing Compound” 

immediately. 

APPLICATION  

“K-Seal Concrete Curing Compound” should be applied neat without dilution and ideally via low pressure spray 

equipment.  On smaller areas, roller application using a medium knap roller and extension pole is also acceptable.  

Apply a single coat as soon as the initial surface sheen has evaporated from the concrete surface i.e., the concrete 

should be “green” but not “glistening”.   Apply in broad, even strokes to the entire surface and avoid “ponding”.  

Take special care where formwork has been removed to ensure adequate dispersion into all areas.    

“K-Seal Concrete Curing Compound” can provide the final surface finish if desired.  To ensure maximum chemical 

and abrasion resilience we suggest a further 1 or 2 coats be applied.  For best results allow 7 days after initial 

application.  

The particular acrylic resin in “K-Seal Concrete Curing Compound” has been carefully selected to ensure that it 

acts as a compatible primer for: 

 

• Water based acrylic copolymer emulsions (e.g., water based masonry paints). 

• Two part epoxy coatings. 

• Polymer modified screeds and cement finishes. 

• Acrylic polymer based tile adhesives. 
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CLEAN UP 

 

Spray equipment, especially nozzles must be thoroughly flushed with Kingfisher “Solvent No.2” before being 

stored away.  During application immerse the nozzle in “Solvent No. 2” when at rest. 

 

COVERAGE 

5 – 7m² / litre per coat 

 

PACKAGING 

“K-Seal Concrete Curing Compound” is supplied in 5 litre cans and 25 litre drums. 

 

SHELF LIFE & STORAGE 

“K-Seal Concrete Curing Compound” is flammable. Store in original packaging in a cool dry place, out of direct 

sunlight, away from sources of ignition.  Keep out of reach of children.  NO SMOKING. 

The product has a shelf life of 12 months from the date of manufacture, subject to correct storage conditions. 

 

HEALTH & SAFETY 

• If applying by spray wear a face mask and eye protection. 

• Wear disposable gloves and overalls during preparation and application. 

• Avoid contact with skin and eyes. 

• If contact occurs wash immediately with plenty of water. 

• Keep out of reach of children. 

• Ensure good ventilation during application and drying. 

• Always dispose of empty packaging responsibly. 

• The product is flammable so do not apply near sources of ignition. NO SMOKING. 

• Contains solvent aromatic middle distillate and is classified as harmful. 

• Keep children and pets away from treated areas until fully cured. 

• Do not allow run off to contaminate drains, waterways or planted areas. 

Before using this product read the Material Safety Data Sheet which can be obtained at www.kingfisheruk.com or 

by calling the Kingfisher Technical Dept. Tel: 01229 869 100.The information given in this product data sheet is 

given in good faith, based on current knowledge and experience. It relates only to the specific material designated 

and may not be valid for such material used in combination with any other materials or in any process. Such 

information is to the best of the company’s knowledge and belief, accurate as of the date indicated.  

All recommendations are made without warranty or guarantee, as to accuracy, reliability, completeness since the 

conditions of use are beyond our control. It is the user’s responsibility to satisfy themselves as to the suitability 

and application of such information for their own use. 


