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WEATHERFLEX STABILISING SOLUTION 

 

 

 

 

 

DESCRIPTION 

Kingfisher “Weatherflex Stabilising Solution” is a solvent-free, fine particle, pure acrylic ester copolymer primer, 

sealer and stabiliser for masonry.    
 

This product has a VOC content of <1 g/L, determined in accordance with ISO 11890-1. Based on this data, the 

product satisfies the VOC requirements applicable to BREEAM Hea 02 Indoor Air Quality for decorative 

coatings/sealers. 

EU limit value for this product (cat.A/h): 30 g/l (2010) This product contains max. 1 g/l VOC. 
 

USES 

1. Stabilises and hardens “friable” masonry or masonry surfaces which may have “gone soft” due to extreme 

weathering.   

2. Binds and primes chalking surfaces liable to persistent “dusting”.  

3. Primes newly cement rendered surfaces so that they can be painted without delay.   

4. Stabilises flaky residues from previous coatings (except bitumen).  

5. Improves paint adhesion and depth of colour on porous surfaces including brick, stone and concrete.  

6. Improves adhesion to less porous surfaces including engineering brick and granite stonework. 

 

 If in doubt, please call Kingfisher Building Products on Technical Dept. Tel: 01229 869 100.  

ADVANTAGES 

Easy to use – straight from the can. 

Solvent free, non-hazardous formulation.  

Allows painting of new render finishes and re-pointing repairs without alkaline contamination of the paint, which 

would otherwise delay painting by up to 2 months.  

Produces a colourless, sealed, non dusting finish.  

Tools can be cleaned with soap and water after use (no solvents required). 
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APPLICATION 
 

All substrates should be clean and free from laitance, dust, dirt and organic growth.  Note: Where moss and 

mould are present these should be treated with Kingfisher “Bio wash - moss & mould”.  The product may be 

applied to damp surfaces, but this will retard drying times and limit penetration, adhesion and durability.  

Supplied ready to use, the product can be applied by brush, roller or spray with a coverage rate of between 4 - 6 

m² per litre depending on the porosity of the surface.  One coat should normally be sufficient but very porous 

surfaces may require additional coats. Drying time will vary depending on the ambient temperature, but normally 

4 – 8 hours should be allowed for each coat to fully dry.  For the best results allow surfaces to cure for a minimum 

of 24 hours before applying the “Weatherflex Masonry Paint”.   DO NOT apply when air or surface temperatures 

are below 8 °C. 

 

COVERAGE 

Dependent on the porosity of the surface 5 litres of product should cover approximately 4-5 m2 / litre 

 

PACKAGING / STORAGE / SHELF LIFE 

Kingfisher “Weatherflex Stabilising Solution” is available in 5 litre plastic containers. It should be stored in a cool, 

dry area, AVOID frost and direct sunlight. Shelf life of the product in, unopened sealed containers is 12 months. 
 

HEALTH & SAFETY 

Wear gloves and overalls during application.   

If applying by spray wear face mask.   

Avoid contact with skin and eyes. � If contact occurs wash immediately with plenty of water.   

Keep out of reach of children.   

Ensure good ventilation during application and drying. 

 

 

Before using this product read the Material Safety Data Sheet which can be obtained at www.kingfisheruk.com or 

by calling the Kingfisher Technical Dept. Tel: 01229 869 100. 

The information given in this product data sheet is given in good faith, based on current knowledge and 

experience. It relates only to the specific material designated and may not be valid for such material used in 

combination with any other materials or in any process. Such information is to the best of the company’s 

knowledge and belief, accurate as of the date indicated.  

 

 

 


